Air ring gages, dual & single master . . . series 10 - 80

AIR RING GAGE DATA . .. Series 10 THRU 50

SIZE . :
above-incl. Dimension A Dim. B Dia. D
inch / mm ARC ARS ARX
5 | 250 075 = 500 173
ol 635 191 270 4394
.183 -.300 281 095 .080 562 1.85
4.65-7.62 714 241 203 14.27 46.99
300 - .760 375 095 .080 750 231
7.62-19.30 953 241 203 19.05 5867
760-1.760 50 125 085 1000 331
19.30 - 44.70 27 318 216 2540 8407
1.760 - 3.010 560 A25 085 1.120 462
44.70- 76.45 14.22 3.18 216 28.45 117.535
3.010-4.000 625 135 090 1250 587
76.45 - 101.60 1588 843 229 G5 14910
4.000-4.875 625 135 .090 1.250 6.87
101.60- 123.83 15.88 343 229 31.75 174.50
4.875-5.750 625 135 .090 1.250 7.87
123.83 - 146.05 15.88 343 229 31.75 199.90
5.750 - 6.250 625 135 090 1.250 8.87
146.05 - 158.75 15.88 343 229 31.75 225.50
FITTINGS

Series: 10,40 & 50-- Air ring gages are furnished with
4 ft (1.22 mm ) hoses with .44-20 female flare fittings.

1 Air ring gage sizes .061 to . 183 are available in 3 jet, carbide only.

AIR RING GAGE DATA . .. Series 60 THRU 80

SIZE : -
above-incl. Dimension A Dim.B  Dia. D
inch / mm ARC ARS ARX
i 1 250 075 500 1.73
o g ol T 12.70 439
.183-.300 281 095 .080 562 1.85
4.65-7.62 7.14 241 208 1427 4699
300 - .760 375 095 .080 750 2.31
7.62-19.30 953 241 203 19.05 58.67
760-1.760 500 125 085 1000 331
19.30 - 44.70 270 818 216 2540 8407
1.760 - 3.010 560 A25 085 1.120 4.62
44.70- 76.45 1422 318 216 28.45 117.35
3.010-4.000 625 A35 090 1.250 5.87
76.45 - 101.60 15.88 343 229 31.75 149.10
4.000-4.875 625 135 090 1.250 6.87
101.60 - 123.83 15.88 343 229 31.75 174.50
4.875-5.750 625 135 .090 1.250 7.87
123.83 - 146.05 15.88 343 229 3175 199.90
5.750 - 6.250 625 135 090 1.250 8.87
146.05 - 158.75 15.88 343 229 31.75 225.50
FITTINGS

Series: 60 & 80 - - .375-32 UNEF fitting (order hose separately).
Series: 70 --.281-40 UNS fitting (order hose separately).

1 Air ring gage sizes .061 to . 183 are available in 3 jet, carbide only.

Dia.

A A

] B

CENTER STYLE SHOULDER STYLE
( SERIES 10 - 50 )

4 Dia. D
Ly

CENTER STYLE SHOULDER STYLE
( SERIES 60 - 80 )

AIR RING BASE STAND

Order codes for base stands:

.183 -.300 4.65- 7.62mm............ ABA-1
.300 -.760 7.62-19.30 mm........... ABA-2
.760 - 1.760 19.30-44.70 mm........... ABA-3
1.760 - 3.010 44.70-76.45 mm........... ABA-4

Air ring gage base stand requires factory drilled
mounting holes in the air ring gage outer housing.

See page 21 for air ring gage order codes.

Note the clearance class specifications for air

ring gages are the same as for air probes. . .
See page 16 for series 10 - 50 clearances.
See page 18 for series 60 - 80 clearances.




