Single master air probes . . . series 60 - 80
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AIR PROBE DATA Series 60, 70 & 80'
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above-incl. << Dimension A >>
inch/ mm APT APB APS Dim.C Fig
.059 -.073 190 .080 .050 625 A
1.50-1.85 483 203 127 15.88
.073-.120 190 .080 .050 625 A
1.85-305 483 203 127 15.88
.120-.183 250 085 065 750 A
3.05-4.65 635 216 165 19.05
.183-.300 375 095 075 1.000 A
4.65-7.62 953 241 1.91 2540
.300- .485 440 095 075 1.000 A —
7.62-1232 11.18 241 1.91 2540 FIGURE B
.485 - .860 500 .095 075 1.000 B
12.32-21.84 1270 241 1.91 2540
A C > 5.00" >
.860 -2.510 750 095 075 1.000 B
21.84-63.75 19.05 241 1.91 2540
2.510 - 5.865 875 105 .085 1.000 D
63.75 - 148.97 2223 267 216 25.40

5.865 - 8.260 1.062 125 105 1.000 D
148.97 - 209.80 26.97 317 267 2540

SERIES Jet size Fitting |
60 047 .375-32 UNEF & : FIGURE D
70 023 .281-40 UNS
80 094 .375-32 UNEF

1 Ser. 60 not available in sizes below .120 " (3.05mm)
Ser. 80 not available in sizes below .360" (9.74mm)

Series 60 thru 80 recommendations

BODY CLEARANCES Series 60-80 . . .
Clearances for single master gaging members

SIZE CLEARANCE CLASS (inch/um) d :
inch./ mm 1 2 3 4 5 are computed from the nominal master size.
.059-.120 00015 0003  .0004 i g The user must pick clearances that allow the
150G i L L workpieces to be gaged at their maximum
.120-.183 00015  .0003 0004 0006 0010 i iti i
o s S o s | fens ol material COI.ldltIO‘n, and at the same time not

have excessive clearance at the minimum
zgjﬁ %0‘?;'5 % % ggg 4‘2}3 material condition. Guide lines are as follows:
.246 - .300 0002 0004 0006 0010 .0022
i R R R e Product tolerance  WGC specs.
.300 - .485 0002 0004 .0006 0012 .0026 " "
.00001"-.00012" (.2u-3um) 62, 71

-12 3048 X

’:25 T 2;: 1624 5 il 100012"-.0004" (3u-10um) 63, 72
540 00030 N 0007 0014  .0030 .0004"- .002" (10u-50um 7

1232-13.72 7.62 10.16 17.78 35.56 76.20 'ggu_ 004" (éoff 1‘33"9”“; 6465 3
.540-1.510 .0003 0004 .0008 0016 .0030

13.72-38.35 762 1016 2032 4064 7620 Best accuracy will always be obtained with
1510-3.010 5 0005 0003 0018 0030 single mastered gages by mastering near the
SIS LD V20 SR 5l middle of the product tolerance. The gaging
3.010-4.510 0006 0010 .0020 0030

o g = Ry ranges for the same levels of accuracy are

significantly reduced for series 70 members

?1'2.150';-6?561504 - - %}g % %’; because of the smaller nozzle size utilized in

the series 70 members.




